


Workflow Efficiency with
the 3D Auto Alignment

More efficient operation and work flow

TOPCON has significant experience in designing and producing high quality
tonometer and kerato refractometer. For a greater customer experience,
we are proud to introduce our new CT-800A with 3D auto alignment
function. CT-800A offers enhanced efficiency and easier operation to
improve day to day examination of work flow in a practice.

CT-8O0A

Computerized Tonometer

» 3D Auto Alignment function allows quicker and easier measurement
»> Smooth operation

» 8.5 inch wide touchscreen control panel

» Soft air puff

»> Higher measurement success rate for eyes with IOL, in the IOL measurement mode

» Compensated |IOP values with central corneal thickness values*
»> Compact designed body
> Easy set-up with a LAN network

* Adjusted Tono Value is reference value
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Soft Air Puff Adjusted Tono value*

Software controls the optimal amount of air required for The CT-800A is able to calculate Adjusted Tono Value
every measurement on each individual eye. A soft air puff from a measured |IOP to manually inputing corneal
means less stress on the eye, resulting in an improved thickness value measured by other devices, such as a
patient experience. pachymeter.

Wide 8.5 inch Touchscreen Control Panel

The new CT-800A is equipped with a wide 8.5 inch color touchscreen panel featuring clear, easy to read icons allowing the
operator full control of the unit during the measurement process.

T &7 o R e i i TOPCON_TAROU B (O™ Settings
00/03 mmHg | i mmHg  Gg/03

!

Chinrest Up / Down

Position Reset

Alignment mode

IoL | 30/60 Swich | Aldata | Print | Clear all

Easy Adjustment of IOL Mode

Chin-rest with Touch Panel
The IOL mode supports improved success rate to

Up/down adjustment of chin-rest is easily operated measure eyes with an [OL.

with the icons on the touchscreen control panel.
Alignment mode

“A"  (Semi Auto Mode)
Once pupil is roughly aligned, fine focus and measurement are performed automatically.

“AS"”  (Auto Shoot Mode)
Once the manual alignment is complete the measurement is taken automatically.

“M”  (Manual Mode)
All processes are performed manually.

One Touch Lock

The one touch lock supports a quick switch to lock the
body. For a more safer examination, this stopper
enables the operator to set the safety stopper which
helps avoid the risk for the device to hit a patient’s eye.
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Easy Load Printer

The CT-800A is equipped with a built-in thermal
printer that can be easily loaded with a roll of
paper.

© 0P values

@ Compensated IOP values with
central corneal thickness

© Average value of IOP

0 Central corneal thickness value
which the operator entered for
compensation




